FOX VALLEY CHEMICAL COMPANY
5201 MANN DRIVE - P.O. BOX 129
RINGWOOD, IL. 60072

ORIGINAL DATE 04-18-94

REVISED 02-08-06

MATERIAL SAFETY DATA SHEET
AQUA EMULSION PORCELAIN CLEANER

SECTION I - PRODUCT IDENTIFICATION
MANUFACTURER: FOX VALLEY CHEMICAL
INFORMATION: 815-653-2660
EMERGENCY #: 800-325-3699

PRODUCT CLASS: BOWL CLEANER  HAZARD RATINGS:

TRADE NAME: TOTAL BATHROOM 4-EXTREME
3-HIGH

PRODUCT CODE: HI125000 2-MODERATE

C.A.S. #: SEE BELOW 1-SLIGHT

O-INSIGNIFICANT

FIRE-1 TOXICITY -2 REACTIVE -0 SPECIAL - 0

SECTION IT - HAZARDOUS INDGREDIENTS

INGREDIENTS: CAS# WEIGHT EXPOSURE LIMIT
% ACGIH/TLV OSHA/PEL
*HYDROCHLORIC ACID 7647-01-0 Sppm
*PHOSPHORIC ACID 7664-38-2 751mg/m3
DODECYBENZENE
SULFONIC ACID 27176-87-0 NL
ISOPROPANOL 67-63-0 NL
SODIUM XYLENENE
SULONATE 130-72-7 NA

* CONTENTS ARE REPORTABLE UNDER SARA TITLE III

SECTION IIT - PHYSICAL DATA
BOILING RANGE: NA  VAPOR DENSITY: (AIR=1) N/A
EVAPORATION RATE: (BUTYL ACETATE) N/A
SOLUBILITY IN WATER: COMPLETE
MELTING POINT: N/A DISPERSIBLE IN ALL PROPORTIONS.
VOLATILES VOL: N/A  WGT PER GALLON: N/A
SPECIFIC GRAVITY: 1.163 VAPOR PRESSURE: N/A
APPEARANCE & ODOR: MILKY GREEN- MINT FRAGRANCE

SECTION 1V - FIRE AND EXPLOSION HAZARD DATA
FLAMMABILITY CLASS: FLASH POINT LEL
N/A NONE N/A
EXTINGUISHING MEDIA: NON FLAMMABLE
SPECIAL FIRE FIGHTING PROCEDURES: COOL MATERIAL
WITH WATER SPRAY.
UNUSUAL FIRE & EXPLOSION HAZARDS: NONE KNOWN

SECTION V - HEALTH HAZARD DATA
PERMISSIBLE EXPOSURE LEVEL:
EFFECTS OF OVEREXPOSURE: CORROSIVE OF EYES AND
SKIN CAUSING CHEMICAL BURNS. RESPIRATORY
IRRITATION AND POSSIBLE INJURY FROM BREATHING
MIST.
MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE:
NONE DETERMINED
CARCINOGENICITY; () OSHA ()NTP ()IARC N/A
FIRST AID: N/A
INHALATION: IF BOTHERSOME REMOVE FROM AREA
SKIN CONTACT: WIPE OFF THE ACID GENTLY,
IMMEDIATELY FLOOD THE SURFACE WITH WATER, USING

SOAP FREELY, THEN COVER WITH MOIST MAGNESIA OR
BAKING SODA.

EYE CONTACT: WASH WITH WATER FOR 15 MINUTES.
GET PROMPT MEDICAL ATTENTION.

INGESTION: CALL A PHYSICIAN IMMEDIATELY. DRINK A
TEASPOONFUL OR MORE OF MAGNESIA, CHALK, OR
SMALL PIECES OF SOAP, SOFTENED WITH WATER IN MILK
OR RAW EGG WHITE.

SECTION VI - REACTIVITY DATA
STABILITY: ()UNSTABLE (X)STABLE
HAZARDOUS POLYMERIZATION: (X ) MAY OCCUR () WILL
NOT OCCUR
INCOMPATIBILITY: CAN REACT WITH METALS TO
LIBERATE FLAMMABLE HYDROGEN.
CONDITIONS TO AVOID: N/A
HAZARDOUS DECOMPOSITION PRODUCTS: NONE

SECTION VII - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR
SPILLED: FLUSH WITH PLENTY OF WATER, NEUTRALIZE
WITH SODA ASH AND SLATED LIME.

WASTE DISPOSAL METHOD: DISPOSE OF IN ACCORDANCE
WITH GOVERNMENT REGULATIONS.

SECTION VIII - SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION: (SPECIFY TYPE)
VENTILATION: LOCAL EXHAUST ADEQUATE
MECHANICAL (GENERAL) ADEQUATE

PROTECTIVE GLOVES: RECOMMENDED

EYE PROTECTION: GOGGLES CAN BE WORN

OTHER PROTECTIVE EQUIPMENT: FACE SHIELD AND
IMPERVIOUS APRON.

SECTION IX — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING:
AVOID CONTACT WITH SKIN AND EYES. WHEN STORING
MAKE SURE CONTAINERS ARE NOT TOO FULL. UNDER
EXTREMELY LOW TEMPERATURES ALLOW ROOM FOR
EXPANSION.

OTHER PRECAUTIONS: NONE KNOWN

SHIPPING INFORMATION:

DOT SHIPPING NAME:

DOT HAZARD CLASS:

DOT LABELS REQUIRED:

FREIGHT DESCRIPTION:

OTHER PRECAUTIONS: WORK/HYGIENIC PRACTICES:
NORMAL GOOD HOUSEKEEPING AND MANUFACTURING
PROCEDURES.



